STAGE I CONSTRUCTION

o0

VAR 16’ TO 18’

F.AP.
RTE.

SECTION

COUNTY

TOTA
SHEETS

L

SHEET
NO.

774

*

EFFINGHAM

273

39

2'-0” 11’ W.B. TRAFFIC

¢, EXISTING AND
] PROPOSED IMPROVEMENT

STAGE I CONSTRUCTION

11’ E.B. TRAFFIC 2'-0" VAR 16’ TO 18’

s

(SEE NOTE 1)

(SEE NOTE D

DETAIL A
\/SHEET 6 OF 23

BARRICADE, TYPE IIl

MOVE TO PROVIDE 12’ LANE AFTER
BASE COURSE WIDENING IS COMPLETE

BARRICADE, TYPE II N
MOVE TO PROVIDE 12’ LANE AFTER ™
BASE COURSE WIDENING IS COMPLETE -

SOLID WHITE EDGE LINE (EACH SIDE)
YELLOW SKIP DASH

PROPOSED TRAFFIC CONTROL TYPICAL SECTION@

STA. 40+10 TO STA. 41+32

¢ PROPOSED ALIGNMENT

¢ EXISTING ALIGNMENT

VAR _46‘ TO %E STAGE I CONSTRUCTION
SURFACE UNDER TRAFFIC DURING |STAGE T CONSTRUCTION
VAR O’ TO 16’ 21"
| 12 W.B. TRAFFIC 1 E.B. TRAFFIC | 20"
| {SEE NOTE 1 l
| DETAIL B
SHEET 14 OF 23

]
_J

SOLID WHITE EDGE LINE (EACH SIDE)

————————————

YELLOW SKIP DASH

BARRICADE, TYPE II
MOVE TO PROVIDE 12’ LANE AFTER
BASE COURSE WIDENING IS COMPLETE

rroL TypicaL secTion ©

STA. 41+32 TO STA. 46+80.05

FED. ROAD DIST. 0. 7 [ILLINOIS[ FED. AID PROJECT

107 WRS-1, 107BY, 107BY-1 & 107B-2
CONTRACT NO. 94827

. STATION 40+10 7O STATION 46+80.05

. CONSTRUCT BASE COURSE WIDENING TO

. WHEN BASE COURSE WIDENING IS COMPLETE

SHEET NOTES:

MILL EXISTING PAVEMENT AND APPLY
LEVELING BINDER TO EXISTING PAVEMENT.

SAME ELEVATION AS LEVELING BINDER ON
EXISTING PAVEMENT. CONTRACTOR IS TO
CONFINE BASE COURSE WIDENING TO ONE
SIDE OF ROADWAY AT A TIME.

APPLY SURFACE COURSE TO EXISTING PAVEMENT
AND WIDENING. SURFACE COURSE TO BE APPLIED
UNDER TRAFFIC UTILIZING FLAGGERS.

LEGEND
] STAGE I CONSTRUCTION

STAGE 1 REMOVAL

REVISIONS
NAME

ILLINOIS DEPARTMENT OF TRANSPORTATION

TYPICAL SECTIONS
STAGE I
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